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Project number:
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Subject number:
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OSZT ALYOZĂSI JEGVZOKONYV
CLASSIFICATION REPORT

A termek megnevezese:
Name of product:

Carboplak 2-fahi polikarbonat lemezek
Carboplak 2 walls polycarbonate sheets

Kerelmezo:
Customer:

SCCARBOPLAK SRL
ROMANIA 32266 BUCHAREST57 Theodor Pallady

Kibocsat6:
Prepared by:

EMI Nonprofit Kft. Tazvedelmi Vizsgalati Egyseg
iMI Nonpro/it Kft. Fire Testing Unit
2000 Szentendre
D6zsa Gyorgy ut 26.

Osztalyozasi szabvany:
Classi/ication standard:

MSZ EN 13501-1:2007+A1:2010

Vizsgalati szabvany:
Test standard:

MSZ EN ISO 11925-2:2011 Tazveszelyessegi vizsgalatok. Epitesi
termekek gyulekonysaga kozvetlen langhatasra.
2. resz: Egyedi langforrasos vizsgalat
MsZ EN 150 11.925-2:2011. Reaction to fire tests. Ignitabilityof
products subjected to direct impingement of jlame.
Part 2: single-jlame source test

MSZ EN 13823:2011 Epitesi termekek tazveszelyessegi vizsgalatai.
Egy ego targy hohatasanak kitett epitesi termekek, a
padl6burkolatok kivetelevel
MSZ EN 13823:2011. Reaction {O fire tests for building products.
Building produts excluding jloorings exposed to thermal attack by
a single burning item

Kibocsatas datuma:
Date of issue:

2017.06.19.

Ez az osztalyozasi jegyzokonyv 2023. junius 19-ig ervenyes.
This classi/ication reports shall be valid til/19th of June, 2023.

A vizsgalati eredmenyek csak a megvizsgalt egyedre vonatkoznak.

Az osztalyozasi jegyz{)kănyv a laborat6rium frasbeli engedelye nelkOI csak teljes terjedelmeben masolhat6.

A jegyz{)kănyv 6 db szamozott oldalt es O db mellekletet tartalmaz.
Test results are relevant for the tested samples only.

The classification report may be copied only in full volume without the written consent of Laboratory.
The test report consists of 6 pages and O annex.

Bizonylat azonosit6: KBiA-III-S.1-2016.07.01_OJ_anyag
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1. Bevezetes / Introduction

Ez az osztălvozăsl jegyzokonyv a Carboplak 2-falu polikarbonăt lemezek MSZ EN 13501-
1:2007+Al:2010 szerinti ttlzvedelrni osztălvozăsăt tartalmazza.
This classijication report defines the classification assigned to Carboplak 2-walls
polycarbonate sheet in accordance with the procedures given in MSZ EN 13501-
1:2001+A1:2010.

2. Termek răszletes lefrăsa / Details of c1assified product

2.1. Âltalanossag / General

A Carboplak 2-falu polikarbonăt lemez termekeket fal- es teto-bevllăgltokent hasznăljăk.
The product, Carboplak 2-walls polycarbonate sheet, is defined as Iight transmitter for walls
and roofs.

2.2. Terrnăk lelrăsa / Product description

A termekcsoport teljeskoni lelrăsa az 1. tăblăzatban es az osztălvozăst megalapozo, a 3.1.
pontban felsorolt vlzsgălati jegyzokonyv(ek)ben talălhato a megblzo ăltal szolgăltatott
adatok alapjăn,
Complete description of products can be found in Table 1and in test report(s) provided in
support of c1assification Iisted in 3.1. the data given by the Customer.

1. tăblăzat / Table 1
2-falu polikarbonăt lemez, egyik oldalăn UV

ăltalănos lelrăs vedelernmel
general description 2-walls polycarbonate sheet, one side UV

.•... protected
N QJ
CI) QJ terrnekszabvănvE .c:

MSZ EN 16153:201311\..!!:! ~ product standard•.. o osszetetel reszletezese polikarbonăt gyanta'iti
c: c:
o o composition details polycarbonate resin.o 1:•... oiti vastagsăg~ ~ 6 -10 mm
o o thicknesso.Cl

terulettomeg \':2~ 0,88-1,3 kg/m2

~ o massarea
I ~N I suruseg

1200 kg/m3~~
1tI~ density- o0._
o g. szfn ătlătszo, opal, bronz.o•... ..0

colour transparent, opal, bronzeiti ••••ua gvărto
manufacturer

SCCARBOPLAKSRL

egeskesleltetă-szer tartalom a Megrendelo nem szolgăltatott adatot
fire retarding data no data were delivered by the Customer

Bizonylat azonosit6: KBiA-III-S.1-2016.07.01_OJ_anyag

3. Jegyzokonyvek es az osztalyozast megalapozo eredmenyek / Reports and results in
support of this c1assification

3.1. Jegyzokonyvek / Reports

Projektszăm/ Project number: TO-T171X-10767-2016/1



3. tăblăzat / Table 3

Osztălvozăsi jegyzokonyv
Classification report

________________________________ OLDALszAM3/6

2. tăblăzat / Table 2
Vizsg.U6

laborat6rium Megbfz6 Jegyz6konyv szăma Vizsgalati m6dszer
Nameol Name oI sponsor Report ref. no. Testmethod

Laboratory
M1-T171X-10861-

MSZ EN ISO 11925-2:2011
EMI Nonprofit Kft. SCCARBOPLAKSRL

2016/1
M1-T171X-10861-

2016/3
MSZ EN 13823:2011

3.2. Eredmenyek / Results

A vizsgălatok eredrnenvelt a 3. tăblăzatban foglaltuk ossze.
Summary of test results con be found in Table 3.

Eredmenyek I Results
Vizsgalatok MOszaki jellemz6

Megfelel6segi
Vizsgalati m6dszer MOszaki jellemz6 szăma (atlagertek) (m)

Testmethod Parameter Numberol Continuous jellemz6k

tests parameter- Compllance with

mean(m) parameters

nem Megfelelt
Fs S 150mm

no Compliant
MSZ EN 11925- a szuropapfr 72*

2:2011 meggyulladt nem Megfelelt
ignition of the filter no Compliant

paper

FIGRAo,2MJ (W/s) 0,00
Megfelelt
Compliant

FIGRAo,4MJ (W/s) 0,00
Megfelelt
Compliant

THR600s (MJ) 0,350
Megfelelt
Compliant

SMOGRA 0,00
Megfelelt

MSZ EN
7** Compliant

13823:2011

" Megfelelt
TSP 25,09 Compliant

lFS = pr6batest szele nem MegfeleltLFS= edge of
no Compliantspecimen

lăngolo reszecskek nem Megfeleltflaming
no Compliantdroplets/particles

**

Csak felUleti lănghatăs, kUlonbozo vastagsăgok, kUlonbozo szfnek, elzărăs (Id. 1. tăblăzat).
Only sur/ace exposure, different thicknesses, different colo urs, protection of edges
(see table 1).
KUlonbozo vastagsăgok, kiilonbozd szinek, elzărăs (Id. 1. tăblăzat).
Oifferent thicknesses, different colours, protection of edges
(see table 1).

*

A vizsgălati pr6batestek kondicionăIăsa az MSZ EN 13238:2010 szabvăny elofrăsal szerint
tortent, 23 ± 2 °C homersekleten es 50 ± 5 % relativ păratartalorn mellett.

Projektszărn/ Project number: TO-T171X-10767-2016jl
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Conditioning of the test specimens was carried out according to the standard
M5Z EN 13238:2010, at temperature 23 :t 2 °Cand at relative humidity of SO:t 5 %.

4. Osztalyozas es alkalmazăsi terulet I Classification and field 01application

4.1. Osztalyozasi hlvatkozăs I Reţerence 01c1assification

Az osztălvozăst az MSZ EN 13S01-1:2007+A1:2010 szabvăny alapjăn vegeztuk el.
This c1assification has been carried out in accordance with M5Z EN 13S01-1:2001+A1:2010.

4.2. Osztalyozas I Classification

A Carboplak 2-falu polikarbonăt lemez a rnert tUztechnikai jellemzck alapjăn a kovetkezd
ttlzvedelml osztălvba sorolhat6:
The product, Carbop/ak 2-walls po/ycarbonate sheet, in re/ation ta its reaction to fire
behaviour is classlfied:

B

A fustkepzcdesre vonatkoz6 alosztăly:
The additiona/ c1assification in re/ation to smoke production is:

51
Az egve csepegesre vonatkoz6 alosztăly:
The additiona/ classlfkation in re/ation to f/aming droptets/partictes is:

dO

Eprtesi terrnekek tuzvedelrnl osztălvozăsa a padl6burkolatok es a csoszigetelesek
klvetelevel:
The reaction to fire c1assification for construction products excluding f100ring and linear pipe
therma/ insu/ation products is:

Vlselkedăs tuzben Fustkepzodes Egve csepegăs
Fire behavior Smoke production Flaming droplets

B - 5 I 1 , d I O

\Tazv~delmi oszt.Uy: B _ si, dO
React/on to fire classlflcatlon:

4.3. Alkalmazasi terUiet I Field 01application

Ezaz osztălvozăs a kovetkezo termekiellernzdk eseten ervenves:
This c1assification is valid for the following product parameters:

vastagsăg / thickness
terulettomeg / mass area
szln / cotour

Az osztălvozăs a kovetkezd vegfelhasznălăs eseten ervenves:
The c1assification is valid for the following end use applications:

legres / airgaps szabadonăII6 / free standing
az elek alumlnlum szalagos vedelrnevel / with A/uminium tape protection
ofedges

6-10 mm
0,88-1,3 kg/m2

văltoz6/ variab/e

Projektszărn/ Project number: TO-T171X-10767-2016/1
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5. Korlătozasok I Limitations
Ezaz osztălvozăsi dokumentum nem a termek engedelve vagy tanusltvănva.
This c1assification document does not represent type approval or certification of the
product.

Az ebben a jegvzokonvvben a termekre vonatkozo osztălvozăs felhasznălhato az Epftesi
Terrnek lrănvelv 3. modozata szerinti gvărtol Teljesftmenynyilatkozathoz es CEjeloleshez.
The classification assigned to the product in this report is appropriate to a dedaration of
conformity by the manujacturer within the context of system 3 attestation of conformity
and CEmarking under the Construction Products Directive.

A gvărto nyilatkozatot ăllitott ki, amelyet rnegorzunk. Ez erosltl meg, hogy a terrnek
klalakităsăbol eredoen nem szukseges olyan ktilonleges megrnunkălăs, eljaras vagy
intezkedes (pl. egeskesleltetd alkalrnazăsa, szervesanyag-tartalom korlătozăsa, vagy
adalekok hozzăadăsa], amely az elert osztălvozăs erdekeben a tăzvedelrnl tulajdonsăgokat
[avltană. Ezert a gvărto kijelenti, hogy a terrnekre a 3. modozat vonatkozik.
The manufacturer has made a declaration, which is held on file. This confirms that the
products design requires no specific processes, procedures or stages (e.g. no addition of
flame-retardants, limitation of organic content, or addition of fillers) that are aimed at
enhancing the fire performance in order to obtain the classification achieved. As a
consequence the manufacturer has concluded that system 3 attestation is appropriate.

Ezert a laboratoriurn semmilyen formăban nem vett reszt a vizsgălati rnintavetelezesben,
bar megârzi a vonatkozo gvărtoi hivatkozăsokat, hogy biztosftsa a vizsgălt mlntăk
nvornonkovetnetoseget.
The test laboratory hos, therefore, played no part in sampling the product for the test,
although hold appropriate references, supplied by the manufacturer, to provide for
traceability of samples tested.

Mas anyagokkal kapcsolatban, mas rogzltesi modozatokkal, vastagsăgokkal, vagy
retegekkel, mint az 1. tăblăzatban es a 4.3. pontban rogzltettek, a termek tazzel szembeni
viselkedese lehet olyan modon befolvăsolt, hogy a 4.2. pontban rogzltett osztălvba sorolăs
ervenyet veszti.
In case of materials, fixation methods, thicknesses o;"layers other than those specified in
table 1. and clause 4.3 the behaviour of the product when exposed to fire can be influenced
in such a way that the classification given in subsection 4.2 becomes invalid.

Projektszărn/ Project number: TO-T171X-10161-2016/1
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Az Osztălvozăsi jegyzokonyv ervenvesseget veszti abban az esetben is, ha az osztălvba
sorolăshoz felhasznălt vizsgălatl m6dszerek es szabvănvok megvăltoznak, iIIetve ha a
terrnek gvărtăsl helveben vagy eljărăsăban văltozăs aII be.
This Classijication Report will also become null and void ij the testing methods and
standards used for the classlflcation have been changed, or ij there has been a change in
the manufacturing place, base material or manufacturing process of the product. .

Szentendre,2017.06.19.

A [egvzâkonvvet osszeăllftotta:
Report prepared by:

~~
test engineer

Szakmailag ellenârlzte:
Technically verlfied by:

aTaNedl~=t~:
head of Fire Testing Unit Iz

Projektszărn/ Project number: TO-T171X-10767-2016/1
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